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BANDFIX   
Fully automatic machine to affix replaceable supplements into inner books 
 
 

 
The BANDFIX inserts and affixes fully automatic supplements into 

book blocks with a band. The inserted supplements can be removed 

again at any time. 

 

OPERATING PROCESS

 
 

1. Conveyor band book block 

2. Turning 

3. Feeding book block 

4. Conveyor band supplement 

5. Feeding supplement 

6. Cutting and placing of affixing band 

7. Cutting and sticking of adhesive tape 

8. Turning 

9. Delivery 

 

 

The affixing band and the adhesive tape are processed  

from rolls. Per working cycle one supplement will be affixed.  

Multiple working cycles are possible. 

 

 

 Products encyclopaedias, literary books, agendas etc. 

Formats max. 316 x 216 mm 

min. 96 x 66 mm 

Thickness 3 – 25 mm 

  

Supplement  

What to insert single sheets (2 pages) 

folded sheet (4 pages) 

thinly bound products (max. 3 mm) 

Where to affix into book end 

  

Fixing band  

Paper strip all bands from roll/width approx. 15 mm 

Paper linen roll outside diameter max. 400 mm 

Linen strip core diameter approx. 80 mm 

  

Adhesive tape  

Quality equivalent to 3M SCOTCH 

Type from roll 

Width approx. 15 mm 

  

Operator 100 % manpower 

Output max. 1200 pieces/h 

Change-over 
time 

format change 1 – 5 minutes, fully automatic, 

order change without interruption, fully 

automatic 

  

Technical data dimensions  

5’200 x 2’100 x 2’000 mm (L x W x H)  

weight ca. 2’200 kg 

 

 

 

 

INTERESTING FEATURES 
 

 Customized agendas and 

encyclopaedias with replaceable 

supplements 

 Memory for 350 programmes 

 Fully automatic adjusting of 

formats makes it possible to 

process small orders profitable 

 3 years guarantee 

 

 

 

 
 


