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ESA 6    
 

TECHNICAL DATA 
 

ESA 61 
 
Weight ca. 2'950 kg (incl. vacuum compressor unit) 
  
Supply Electrical Ⓔ 3 x 400 V / 50 Hz 10 kW 

 Pneumatic Ⓟ 6 bar 750 litres / minute 

Supply Pipe: min.  16 mm 

 Energiezufuhr (Elektrik / Pneumatik) from top or from below 
  
 Vakuum  -0.85 bar 100 m3/h 

Supply Pipe: min.  60 mm (2’’) 

  
Noise Emission 80 dB (A)  
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ESA 62 
 
Weight ca. 3'500 kg (incl. vacuum compressor unit) 
  
Supply Electrical Ⓔ 3 x 400 V / 50 Hz 16 kW 

 Pneumatic Ⓟ 6 bar 1’200 litres / minute 

Supply Pipe: min.  16 mm 

 Energiezufuhr (Elektrik / Pneumatik) from top or from below 
  
 Vakuum  -0.85 bar 200 m3/h 

Supply Pipe: min.  60 mm (2’’) 

  
Noise Emission 80 dB (A)  
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ESA 63 
 
Weight ca. 4’380 kg (incl. vacuum compressor unit) 
  
Supply Electrical Ⓔ 3 x 400 V / 50 Hz 18 kW 

 Pneumatic Ⓟ 6 bar 1’500 litres / minute 

Supply Pipe: min.  16 mm 

 Energiezufuhr (Elektrik / Pneumatik) from top or from below 
  
 Vakuum  -0.85 bar 200 m3/h 

Supply Pipe: min.  60 mm (2’’) 

  
Noise Emission 80 dB (A)  

 
 

 
 


